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Hollow spherical particles of Ni, CoFe, the ferromagnetic shape memory allgiMNiGa,;, and

the giant magnetostrictive alloy €&, with diameters up to several tens of microns were
produced by spark erosion, using liquid nitrogen as the dielectric liquid. In contrast, the particles
were primarily solid when the dielectric liquid was argon. The wall thicknesses of the hollow
particles depended on the elemental composition. Different models are considered to account for the
formation of the spark-eroded hollow spheres, and some of the potential benefits to be derived from
their use are described. 2004 American Institute of PhysidDOl: 10.1063/1.1779962

In this letter we discuss a method for producing hollow  We have prepared metallic HSMs of different chemical
spheres and microspherédSMs). All these HSMs are fer- compositions using spark erosion. The outside diameters of
romagnetic, and some have specific applications, such as ghese HSMs range up to several tensuoi, and the shell
ant magnetostriction, ferromagnetic-shape-memory propeithicknesses vary with composition. Details of the spark ero-
ties, and power devices. HSMs composed of inorganic angion method are discussed in Refs. 6 and 7. For this letter, it
organic materials have numerous and diverse applicationés sufficient to note that the process essentially consists of

Methods used for the synthesis of hollow spheres include: 9enerating pulsed sparks between pieces of the material of
interest, which are immersed in a dielectric liquid. The spark

(1) Sacrificial cores—Spherical cores are coated with thebroduces superheated localized regignéere it occurs
material of interest, and the cores are subsequently disyhen the spark collapses, molten particles are ejected from
solved or volatilized. these boiling regions, and then quencheditu in the dielec-

(2) Nozzle-reactor systems—Specially designed atomizetric liquid or its vapor. Particles of virtually any material can
nozzles dispense droplets of materials which are subsdse produced by spark erosion in sizes from a few tens of
guently formed into hollow spheres in a reactor. nm to 50um or more.

(3) Emulsion/phase separation techniques—A wide range of ~ Particles of Ni, CegFes, the ferromagnetic-shape-
these techniques have been developed, specifically taff€mory alloy NigMnz,Ga,, and the giant magnetostrictive
lored to the application/material objective. alloy FesGay were prepared li_)y spark erosion In the shaker-

pot apparatu%,usmg a relaxation oscillator which provided
Almost all reported HSMs are Composed of organic orpower pulses of~0.5 J at a rate of~100 Hz. The dielectric
ceramic materials, but some examples of metallic HSMdiquids used were liquid nitrogen and argon. Spark erosion
have been described. Significant porosity or hollow structur&Vith these cryogenic liquids was carried out in a vacuum-
has been reported in particles of 304L stainless steel, Cu, arkf@led shaker-pot, and powder handling was done in an ar-

the Ni-based superalloy RENE 95, which were atomizeddOn environmeni~1 ppm impurity in a glove box. The
with argon or nitrogeR. A variation of the sacrificial core Starting electrodes and charge pi€oefsthe four metal/alloy

method, involving the mixing of metallic powders and sty- SYStéms were provided by ACI Alloys Particles were

rofoam spheres in a fluid bed with subsequent sintering, harst;ounted It? Eploxi/r arj[drmec?nan|callr)]/n|i3r:)hsrredtrtonr2/ief1l their
been used to prepare uniform metallic HSMs with diameter Scs“j)sec onai structure using sca g electro croscopy
in the mm rangé.One method using a pulsed microarc dis- ' L :

S . The powders prepared in liquid nitrogen or argon main-
charge initiated between a consumable wire anode and a to?ellin

; . ed the same composition as the starting electrodes and
cathode, produced uniform droplets of 501084 diam- charge materials, as determined by x-ray, chemical, and en-
eter, which were hollow in the cases of W or Mé&lectro-

. i . ergy dispersive spectroscopy analyses. The porosity of the
less deposition of-2 um Co-Fe films on hollow ceramic »ticles prepared in liquid nitrogen was evident by visual
spheres with an average diameter-670 um was reported. inspection, since they clearly had a much lower density than
those prepared in liquid argon. Figure 1 shows SEM micro-

¥Electronic mail: aberk@ucsd.edu graphs of polished samples of Ni, £&Be;o, NiggMnz;Gayy,
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FIG. 1. SEM micrographs of mechani-
cally polished cross sections of as-
prepared particles of Ni, Ggres,
FeysGay7, and NipgMnsyGay, spark
eroded in liquid argorguppey and lig-
uid nitrogen(lower).

and F@sGa,; powders as prepared in liquid argon and nitro- Reference 2 describes three mechanisms for hollow par-
gen. All particles prepared in liquid argon exhibit negligible ticle formation that are relevant for the spark-eroded particles
porosity, whereas the powders prepared in liquid nitrogen ardescribed here.

primarily hollow. Furthermore, it was determined from trans—(i)
mission electron micrographs of the /Mn;Gay particles

that those produced in liquid argon were composed mainly of
very large crystalline grains, whereas the particles preparegi)
in liquid nitrogen were composed mainly of very small crys-
tallites. This result suggests that particles sparked in argon a small central pore, since the density of the molten
cool more slowly _than those prepared i_n quuid_ nitrogen. core is less than thazc of the solid.

Such a difference in cooling rates is (_:o_nS|stent with the fac i) Cryogen solubility: Vaporized cryogen may be
that nitrogen has a thermal conductivity 44% greater tha soluble at high temperatures in a molten droplet, but
argon and a constant volume heat cgpacit_y 5.5 times that of insoluble, or much less soluble, at lower temperaiures
2;gc(|)gs.;jhuirs1, :Eizlg cr)lt\?gpsc)?arsieecljlspirr::rl]e?‘c:? ﬁ:t%ggevx?u\:\(ljitge after complete solidification. This leads to trapped gas

slower heat extraction than for nitrogen. The shells of the within the particle.

hollow Ni and Fgz;Ga;; particles are generally thicker than By considering Fig. 1 in terms of these mechanisms,
for the hollow CggFeso and NiigMnzoGay;. All hollow par-  some possible origins of the observed structures may be in-
ticles have some degree of internal structure, either in theerred (without a high degree of confidencéhe very low
form of large central pore€CosgFeso and NikgMn3sGa), Or  pore density of all particles prepared in argon, and the tiny
enclosed smaller particle€Fe;3Ga7). It appears that the sizes of those pores, is consistent with tensity gradient
more nonspherical particles tend to possess large multiolmechanism. The high porosity of the particles prepared in
pores. The Ni hollow particles show rough internal surfacesliquid nitrogen is inconsistent with theensity gradient

Bagging A molten platelet can close on itself to form
a bubble that may contain vaporized cryogen, or even
smaller particles.

Density gradient A molten droplet solidifies initially

on its surface. Thus, complete solidification will leave
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mechanismBaggingis a likely mechanism for the kg5a; makes it attractive for the same applications as
particles produced in liquid nitrogen, inasmuch as some havBli,gMn;;Ga4. Again, hollow particles in these composites
enclosed smaller particles. The thin shells of the more spherbffer a significant weight reduction. Another potential advan-
cal CgpFen and NigMn;Gay, particles prepared in liquid tage in using hollow polycrystalline particles is that they may
nitrogen suggest an initial platelet formation, consistent withsuffer less reduction in field-induced strain arising from con-
bagging although there is no significant evidence for en-finement by neighboring crystallites than solid particles or
closed smaller particles. However, the irregularly shaped paulk samples of NigMn;Gay; or FesGa;. Finally, CoFe
ticles in both systems have large multiple pores, which sughollow particles are useful for high-frequency applications,
gests thatryogen solubilitymay also be involved. When the such as microwave absorptfband power transmission de-
as-sparked NyMn;Gay, particles prepared in nitrogen were vices.

annealed in a vacuum to stabilize the martensite phase, a )

large temporary increase in pressure was always noted at Work at LLNL was performed under the auspices of the
~300 °C. This behavior may indicate the bursting of someU- S. Department of Energy, under Contract No. W-705-
hollow spheres and the liberation of enclosed nitrogen. BotiENG-48. Work at UCSD was funded through the LLNL Ma-
bagg|ng and cryogen So|ubi|ityw0u|d produce this result. terials Research |nStitUte, and from a MURI program admin-
The Ni particles prepared in nitrogen have thicker shells andstered by ONR.

rougher internal structures than the other similarly prepared _

ones. These hollow Ni particles also show porosity in their ,O- L- Wilcox and M. Berg, Mater. Res. Soc. Symp. Pr@2 3 (1995.

: - - M. ki, F. S. Biancaniell . D. Ridder, Metall. Trans. A
shells. Both properties may indicateyogen solubility ESA 3236%%”;‘9'3’ S. Biancaniello, and S. D. Ridder, Metall. Trans

The advantages of HSMs are exemplified by 3o andersen, U. Waag, L. Schneider, G. Stephani, and B. Kiebeck, Adv.
NizMn3Gay,, a ferromagnetic-shape-memory alloy in  Eng. Mater.2, 192(2000.
which strains as large as 6%, due to twin boundary motion,;‘E- L. Dreizin, Mater. Res. Soc. Symp. Prog72, 263 (1995.
can be induced by applying magnetic fiefdghis makes S.-S. Kim, T.-S. Kim, J.-M. Ahn, and K.-H. Kim, J. Magn. Magn. Mater.
NizMn3oGay, a promising candidate for actuator or energy- ﬁ?é?;;i%gﬁz and J. L. Walter, J. Mater. Reg, 277 (1987,
absorber applications. However, this alloy is very brittle, and 73 carrey, H. B. Radousky, and ‘A, E. Berkowitz, J. Appl. Ph9s, 823
cannot support significant stress in bulk form. A solution to (2004,
this problem was provided by preparing composites consist-zACI Alloys, 1985 Las Plumas Ave., San Jose, CA 95133
ing of NizgMn3 Gay; particles that were spark-eroded in lig- S. J. Murray, M. Marioni, S. M. Allen, and R. C. O’Handley, Appl. Phys.
uid nitroger}0 disposed in a polymer matrix. These compos-mbet;' ;;ﬁ;sg(ﬁog?ﬁith H. Hu, F. E. Spada, H. Harper, and A. E. Berkow-
ites exhibited the desired stress-induced twin-boundary ii; |Egg Trans, Magn39, 3405(2003. ' o
motion with significant hysteresis. The fact that the 3. Feuchtwanger, S. Michael, J. Juang, D. Bono, R. C. O'Handley, S. M.
NizMn3Gay, particles were hollow provides an additional Allen, C. Jenkins, J. Goldie, and A. E. Berkowitz, J. Appl. Ph98, 8528
advantage, in that the weight of these composites is much(2003:

. . . J. R. Cullen, A. E. Clark, M. Wun-Fogle, J. B. Restorff, and T. A.
less than composites made with an equivalent volume frac- Lograsso, J. Magn. Magn. Mate226, 948 (2001).

tion of §0_|id Ni49M.n306321 particles. Fg:Gayy eXhibgitS mag-  ¥R. A Kellog, A. B. Flatau, A. E. Clark, M. Wun-Fogle, and T. A.
netostrictive strains of several hundred pﬁrﬁ, which Lograsso, J. Appl. Phys91, 7821(2002.



